
Product Features:
● Input voltage: 200-240V AC 50/60Hz
● Inbuilt driver output voltage: 60-80V
● Material: PC
● Wattage: 15W & 24W
● Power factor: >0.9
● Epistar SMD2835 LED chips
● Colour temp: 3000K/4000K/5000K
● CRI: 80
● Ambient temp: -20 to 400C
● Suitable for dimming
● Suitable for 2-way switching
● Suitable for use with PIR or microwave sensors
● Suitable for indoor & outdoor use
● 3 year replacement warranty 
● Changes to appearance due to climatic conditions not 
   covered under warranty
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OYSDIM001 OYST LED DIMM WH Trim RND 15W Tri 3000/4000/
5000

1200/1300/
1250 15 Ø200 48 Ø175 0.56 20.5x5.5x20.5 20

OYSDIM002 OYST LED DIMM WH Trim RND 24W Tri 3000/4000/
5000

2000/2200/
2100 24 Ø300 40 Ø270 1.05 30.5x5.5x30.5 12

Recommended Dimmers:

BRAND PART NO.
PCS PER DIMMER

OYSDIM001 OYSDIM002

CLA VELA 1-10PCS 1-6PCS

CLIPSAL

32ELEDM 1-10PCS 1-6PCS

31E2PUDM 1-10PCS 1-6PCS

32E450T 1-10PCS 1-6PCS

31E450UDM 1-10PCS 1-6PCS

HPM CAT250L 1-10PCS 1-6PCS
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