
SETH SERIES
LED Exterior Wall & Lawn Lights
●  Input voltage range: 100-240V AC 50/60Hz
●  Constant current driver included
●  Material: double anti-corrosion powder coated
high-pressure cast aluminium & anti aging UV
protected PC diffuser
●  LED chips: 8pcs 3030 LED
●  Power factor: >0.5
●  Ambient temp: -20 to 500C
●   Not suitable for dimming
●   Suitable for 2-way switching
●  Suitable for use with PIR or Microwave sensors
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Part No. Description Kelvin
(K)

Lumens
(LM)

Watt
(W) L(cm) W(cm) H(cm) Weight

(kg)
Carton

QTY

 SETH1  WALL LED 240V S/M Matt Black 3000K 9W 120D 3000 428.76 9 15.3 10.4 29 1.0 1/8

 SETH2  BOLLARD LED Matt Black 3000K 9W Short 300mm 120D 3000 428.76 9 11.1 10.4 31.1 0.97 1/9

 SETH3  BOLLARD LED Matt Black 3000K 9W Med 500mm 120D 3000 428.76 9 11.1 10.4 50.9 1.44 1/9

 SETH4  BOLLARD LED Matt Black 3000K 9W Long 800mm 120D 3000 428.76 9 11.1 10.4 81.1 2.06 1/9
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sales@clalighting.com.au    
Tel: 02 9938 7100    |    Fax: 02 9938 7115   
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 SETH2-4 are not for use inground.


