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EXTERIOR LED SURFACE MOUNTED
EYELID STEP LIGHTS

BROCHURE UPDATED ON 07.05.2019www.clalighting.com.au

●  Exterior LED surface mounted eyelid step lights
●  Input voltage range: 12-14V DC or 220-240V AC
●  Material: matt black or titanium aluminium
●  Diffuser: PC
●  LED chips: 12pcs 2835 LED
●  Power factor: 0.98
●  Ambient temp: -40 to 850C

    Product Features:

 PART NO. DESCRIPTION KELVIN LUMENS WATT PF CRI WEIGHT
(KG)

BOX
(CM)

CARTON
QTY

 STE15 STEP EYELID LED 240V S/M BLK RND 3000K 480LM 6W 0.98 75 0.34 10.5x10.5x5 1/50

 STE16 STEP EYELID LED 240V S/M TITANIUM RND 3000K 480LM 6W 0.98 75 0.34 10.5x10.5x5 1/50

 STE17 STEP EYELID LED 12V DC S/M BLK RND 3000K 480LM 6W 0.98 75 0.34 10.5x10.5x5 1/50

 STE18 STEP EYELID LED 12V DC S/M TITANIUM RND 3000K 480LM 6W 0.98 75 0.34 10.5x10.5x5 1/50

Tested & recommended drivers (for STE17 & 18):
DRIV1 / CLA111011 / CLA113011 / CLA115011 / 
CLA1110011 / CLA1115011 / OTTER1

STE15 & 17
(Matt black aluminium)

STE16 & 18
(Titanium aluminium)


